
Updaten der MikroKopter FlightCtrl / NaviCtrl

If a newer software version available than the existing you can easily update your FlightCtrl / NaviCtrl.
What is needed?

• The software for flight control (FlightCtrl) => e.g. Flight-Ctrl_MEGA1284p_V2_14a.hex 
• for navigation (NaviCtrl) =>  e.g. Navi-Ctrl_STR9_V2_14a.hex
• and the right KopterTool  =>  e.g. Kopter_Tool_V2_14a.zip 

(The version numbers we see here are exemplary!)

IMPORTANT: 
The version numbers of the 3 parts must be the same (only the letter at the end does not matter).

The current software can be downloaded here: 

http://wiki.mikrokopter.de/Download

Info: The latest software is only to use with the hardware version FlightCtrl V2.1, FlightCtrl V2.5, FlightCtrl V3.0

The latest software is NOT to use with older hardware verisons (FlightCtrl V2.0 and older).
These are only supported up to software version V2.12.

Disclaimer

The contents of our pages were created with great care. For the accuracy, completeness and timeliness of the content is not 
guaranteed.

It is recommended to use the current software on the MikroKopter. It is only allowed to use the original MikroKopter software. The 
instalation of the software is out at your own risk. Check after an upgrade all settings. We assume no liability for any damage or 
malfunction of the hardware that may occur after an upgrade
For questions about the update or software, please contact: support@hisystems.de

HiSystems GmbH – Flachsmeerstr. 2 – 26802 Moormerland



The Update

Step 1:
The downloaded file is a packed file named „Software_MikroKopter.zip“. In this packed file you find the needed software for the flight control, for the navigation 
and also the right KopterTool for this versions. The easiest way is to unpack the required software and the KopterTool on Desktop. Open the .zip file with a 
double click with the left mounnse. Now select the needed files as you can see here and move them to your desktop.



Step 2:
In the next step open the folder „KopterTool_Vx.xxx“ (x.xxx = version number) and start the program „MikroKopter-Tool.exe“. If you open the program the first 
time you have to  confirm the license conditions. Then you see the KopterTool. Here a click on the button „Firmware update & Terminal“ will open the terminal 
window.

Info: The copter must be connected with the computer, the battery if fully charged and the transmitter is ON.



Step 3:

IMPORTANT: During the update, the connection between the computer and the computer should not be interrupted. 
The battery on the copter must be fully charged. 

In the termnal window start now the update:

1. Click on the button “Update Software (serial)...“
2. In the next window select „Flight-Ctrl_MEGA1284p_VX_XXx.hex“
3. Click on the button „Open“ (or OK) => Update starts

Now the update of the flight control software starts and you can see it in the terminal window.
Wait now until the update is ready and the initialization has been executed (white text at the end).
To install the second part of the software start again:

1. Click on the button “Update Software (serial)...“
2. In the next window select „Navi-Ctrl_STR9_VX_XXx.hex“
3. Click on the button „Open“ (or OK) => Update starts

Now the update of the navigation software starts and you can see it in the terminal window.
Wait now until the update is ready and the initialization has been executed (white text at the end).

With a click on the button „to MK-Tool...“ you go back to the main window
Here you can check now the version number in the virtual display.
(with the button „NaviCtrl“ and „FlightCtrl“ you can change the display) 

Check the settings and functions after the update !





Update error

If something went wrong during the update, normally only the software is cleared. In this case, it may look to you as if nothing works and as if there is no 
connection.

But do not panic. You can install the software again.

What we need:

• the copter:

• is connected with the MK-USB with your computer  (do NOT use a wireless connection!)

• the battery is fully charged and connected with your copter

• the terminal window is open with the right COM Port

• When you start the update you see now maybe a TIMEOUT

Now we can do this:

1. start the update again

2. when you see "(try to reset Hardware.…) . . ." you must have after 3-4 dots an OK. If not do this: ->

• opening the battery connection and directly 

• close the battery connection

3. now an OK should appear behind the dots and the update should go further.

Info:
If the update will not start, check the right COM port and the connections.

If nothing will work, please contact the MikroKopter Support: support@hisystems.de

mailto:support@hisystems.de


                   (Beispiel mit NaviCtrl Software)


